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Introduction to EasyProbe
software
Renishaw EasyProbe software cycles, designed for use
by a machine tool operator, simplify the setup of jobs and
measuring tasks on machining centres.

Installing and using EasyProbe
cycles
An EasyProbe installation utility is run on a suitable
computer. This provides a series of options that allows
macros to be assembled and issued to a file. On
completion of the installation process, the file is ready to
be downloaded to the machine tool.

The macros are then loaded into the memory of the
machine tool. Here they are used, as a set of canned
cycles, for simple job setup and measuring tasks.

To use a cycle, the operator firsts jogs the probe to a
suitable start point. The required cycle is then run, using
either the Manual Data Input (MDI) mode or a simple part
program.

Cycle types
❏ Probe length and stylus size/offset calibration.

❏ X, Y, and Z single-surface measurement and
work offsetting.

❏ 4-point bore, external boss and internal boss
measurement and work offsetting.

❏ 2-point pocket, web, and internal web measurement
and work offsetting.

❏ Measurement of angles and surfaces in any 2-axis
plane.

❏ Angle measurement for 4th-axis work offsetting.

Features and benefits
❏ Minimal operator programming skill is needed.

❏ Fast and simple job setup operations.

❏ EasyProbe standalone software package is
compatible with other Renishaw software packages.

❏ Provides a set of cycles to match the machine tool
options and preferences of the user.

❏ Facilitates the measurement of an angle, surface, and
feature.

❏ Work offset setting of an angle, surface, and
feature. Preset position values can be used.

❏ Measured results are stored in a macro variable list.

❏ Suitable for either MDI mode operator use, or measure
and setting tasks using the part program.
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Compatible controllers
EasyProbe software can be installed on the following
controllers:

❏ Fanuc 0, 6, 10–15, and 16–21M (also Fanuc 0M macro
A-keyboard compatible).

❏ Meldas M3, M50, 300 series, and 500 series.

❏ Yasnac MX3, I80, M80, J50, and J300.

❏ Haas.

IMPORTANT

EasyProbe software is supplied with a single
machine/user licence. The installation process
restricts your choice to one machine controller type
only.

Macro variables used for
calibration and setting
Compatible with Renishaw standard software

#500, #501, #502, #503, #504, #505, and #506

Compatible with Renishaw Inspection Plus
software

#500, #501, #502, #503, and #506

Macros provided
O9023, O9770, O9771, O9772, O9773, O9774, and O9775

Memory requirements of machine
tool
Macros require approximately 6Kb (15 metres) of free
memory.

Computer specification for
running the install utility
❏ Windows™ 3.1, 95, 98 or NT operating system.

❏ 3.5in floppy disk drive.

EasyProbe software part no.
Kit no.: A-4010-0001

Contents: EasyProbe software on floppy disk.
EasyProbe Cycles Programming Guide.

The Programming Guide is also supplied as a PDF file on
floppy disk. This can be read and printed using Adobe
Acrobat Reader (version 3.0 or later). Acrobat Reader
software is not supplied with the EasyProbe software.

Renishaw reserves the right to change specifications without notice.
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